Notlee is hereby glven that there are
under consideration proposals to amend
(1) Parts 40, 41, and 42 of the Civil Air
Regulations and Part 91 [INew] of the
Federal Avistlon Regulations to regquire
the tnstallation of cockpit voice recorders
in large pirplanes used by air carrier or
commercial operators; (2) Part 514 of
the Regulations of the Administrator to
establish standards for the approval of
cockplt voice recorders; and (3) Part 4b
of the Clvil Air Regulatlons to prescribe
standards governing cockpit voice ie-
corder installations.

Interested persons are invited to par-
ticlpate in the making of the proposed
rule by submitting such written data,
views, or arguments as they may desire.
Communications should identify the no-
tice or docket number and be submitted
in duplicste to the Federal Aviation
Agency, Office of the General Counsel:
Attention Rules Docket, 800 Independ-
ence Ave, SW,, Washington, D.C. All
communications received on or before
February 28, 1964, will be consldered by
the Administrator before taking action
on the proposed rule. The proposals
contained in this notice may be changed
in the light of comments received. Al
comments submitted will be available,
both before and after the closing date for
comments, in the Rules Docket for ex-
amination by interested persons.

Inrecent years there have becn a num-
ber of aecidents charncterized by sudden
extreme emergencies, so that the flight
crew could not communicate with ground
facilitles. In those cases where the crew
did not survive, information that they
may have been able to give concerning
the csuse and nature of the emergency
was lost.

The Clvil Alr Regulations currently
require airborne flight recorders, in cer-
tain large airplanes used by air carrler
and commercial operators, to record at
least time, and the altitude, airspeed,
vertical acceleration, and heading of the
alrplane, Although this information has
been extremely helpful in estimating the
airpitane’s flight path, and maneuvers,
additional information to establish the
cause of the emergency and the proce-
dures used by the crew to cope with it
could be obiained from a recording of
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the c¢rews’ conversation during the
EmMergency.

The Agency conducted a feasibility
study in 19680 and awarded contracts for
the development of cockplt voice record-
ers in October 1961, This study indi-
cated that with suitable microphone and
filter equipment it was possible to obtain
reasonably intelligible recordings of
cockpit conversations from a continuous-
Iy open cockpit-mounted area micro-
phone under rather severe cockpit noise
conditions. However, in the DC-3 air-
plane, which has an extremely high cock-
pit noise level, it was necessary to use
headset boomi-mounted microphones.

The Agency conducted a government-
industry Airborne Recorder Symposium
on March 19, 1963, at which cockpit
voice recorder development was reviewed,
and & prellminary draft of performance
standerds for such recorders wes dis-
tributed. A nmumber of constructive sug-
gestions were received and included in
the standards. Moreover, several mahu-
facturers advised the Agency that they
are prepared to manufacture recorders
meeting such standards.

The Agency helieves that cockpit volce
recorders would be a valuable tool in the
Investigation of accidents ang thereby
lead to improvements in safety by pro-
viding firsthand information of the flight
crews’ observation and analysis of con-
ditions aboard the sairptane and the
procedures employed by them. This in-
formation would, in turn, facllitate the
development and establishment of ap-
propriate corrective measures such as
design changes in the airplane or revised
operating procedures,

Sinece the need for such information
may arise at any time, the installation
of cockpit recorders should proceed as
rapidly as possible. The Agency believes
that the installation schedule proposed
herein Is practicable and will not seri-
cusly disrupt the operation of the af-
fected airplanes. Amendments to the
regulations to require the installation
and use of cockplt volce recorders are
therefore being proposed, as discussed in
the following paragraphs.

1, It is proposed 1o amend Parts 40,
41, and 42 to require the installation of
approved cockpit voice recorders on large

airplanes used in air carrier and com-
mercial eperations by the following
dates:

(a) On all turbine~powered airplanes
by July 1, 1965;

(b)Y On all pressurized reciprocating
four-engine airplanes by January 1, 1966,
and

(c) On all other ajrplanes by July 1,
1966.

2. The proposed amendments to Parts
40, 41, and 42 also specify that the
recorder must be installed in accordance
with the pertinent installation require-
ments of Part 4b, as discussed herein-
after, and that if must be operated con-
tinuously from the beginning of the
starting checklist through the final
checklist of each flight. The operator
would be required to retain the record-
ing for at least 60 days in the event of
any sccldent or vccurtence that requires
immediate notificatlon to the Civil
Aeronauties Board.

3, In order to cover crew training
operations conducted by alr carrlers or
commercial operators, an amendment to
add a new § 91.36 to the general operat-
ing rules of Part 91 [New) is being pra-
posed. This propasal is similar to the
foregoing proposals for Parts 40, 41, and
42.

4. It is also proposed to amend Part 514
of the regulations of the Administrator
Order as § 514.80 specifying standards
Tor cockpit voice recorders. Among other
things, the proposed standards require
the ability to record slmultaneously on
four separate channels, but require only
the last 30 minutes of operation to be
retained on the recording medium so
that it may be reused continuously. In
addition to environmental and perform=
ance tests typical for afrborne audio
equipment, the proposed standards algo
specify special frequency response, sen-
sitivity, and harmonie distortion char-
acteristics for the cockpit-mounted area
microphone and preamplifier equipment,
to eope with cockpit nolse. The stand-
ards also prescribe impact, fire protec-
tion, and water immerslon tests to Insure
that the record will be usable after a
crash,

5. Since the ability to record intelli-
glble and useful information will depend




upon the manner in which the recorder
is installed, 3 new § 4b.656 is proposed
that contains requirements for cockpit
voice recorder installations. This sec-
tion would require the recorder to be in-
stalled in such 8 manner that it will re-
cord all voice communications of the
flight crewmembers while on the flight
deck or while using the airplane’s inter-
phone or loud speaker systems. It would
also require the recorder to be installed
in such a manner that it will record voice
comMmunications transmitted or received
by radio, and any voice or audio signals
identifying navigation or approach alds
that are introduced into a headset or
spesker in the airplane.

In this respect, the proposal womit re-
quire the installation of onme or more
cockpit-mounted area micropbones ar-
ranged {0 piek up continuously all voice
communications by flight crewmembers
when at their assigned stations on the
flight deek. It would also require the
recorder to be installed in such 8 manner
that the intelligibility of the recorded
communications will be as high as prac-
ticable when recorded under flight cock-
pit noise corditions and played back.
For accident investigation purposes. 100
percent readability of all fight crew
conversations would, of course, be highty
desirable. Flowever, studies made by
the Agency show that this goal is not
attainahle in the present state of the art,
and that the intelligibility which can be
achieved depends upon the cockpit noise
environment of the particular airplane
type. Therefore, the proposed rule is
intended to insure that current knowl-
edge and technigues for improving in-
tellgibility will be applied in making
recorder installations by using optimum
microphone locations and filter charac-
teristics. Por airplanes, such as the
DC-3, in which satisfactory {ntelisim-
ity cannot be obtained with cockpit-
mounted area microphones because of
the high cockpit noise level, the proposed
rule requires the use of headset boom-
mounted microphones or equivalent.
The Agency’s studies have also shown a
need for the development of a practical
and cbjective method or means for meas-

the intelligitiity level of cocknit
voiee recordings. Proposals for studies
to ‘secomplish this objeclive are now
being considered.

To minimive garbling ¢f the record
when saveral communications take plase
simultanegusly, it is proposed that the
installation be arranged to record on
separate channels the communications
spoken or received on microphones,
headsets, or speakers located at the fol-
lowing stations: (1) First pilot's station;
(2) seeond pilot's station; (3 third
crewInEmber's station. i sueh is provided
on the airplane; and (4) cockplt-
mounted area micropbone(s}. The pro-
pasal also specifies that the recorder be
connected to the most reliable electrc
power source. An aural or visgal means
would be required to enable checking the
recorder for proper operation prior to
fiight. Finally, means would also be re-
quired to stop automatieally any erasure
feature in the event of a erash.

‘These proposals except the one per-
taining to Part 91 [New] are subject to
the PAA Recodification Program an-
nouneed in Draft Release 681-25 (26 F.R.
10698 . The final rule, if adopted, may
be in the recodified form:; however, the
recodification itselfl will not alter the
substantive contents proposed herein,

These gmendments are proposed under
the authority of sections 313(a), 601,
603, and 604 of the Federal Avigtion Act
of 1958 (49 US.C. 1354, 1421, 1423, 1424},

In consideration of the foregoing, it is
proposed to amend Parts 4b, 40, 41, and
€2 of the Civil Air Regulations, Part
91 {Newi of the Pederal Aviation Regu-
lations, and Part 514 of the Regulations
of the Administrator, as follows:

1. By amending Part 4b by adding a
new § 4b.636 to read as follows:

§ 2b.656 Installation of cockpit voice
recorders.

fa) If a cockpit voice recorder is re-
quired by the operating rules of this sub-
chapter, it shall be of an approved type
and shall be installed so that it win
record all:

(1 Voice cominunications trans-
mitted from or received in the airplane
by radio;

(2) Voice communications of flight
crewmembers on the flight deck;

(3 Voice comtnunications of flight
crewmembers using the airplane’s inter-
Phone system:

(4} Voice communicatipns of flight
crewmembers using the ajrplane’s loud
speaker system; and

(5 Woice or avdic aignals identifying
navigation or approach alds introduced
into a headsef or speakter in the airplane.

tbr The cockpit volce recorder shaH
be installed so that the portion of the
communications or audio signals speci-
fied in paragraph (a) of this section
obtained from eseh of the following
sources is recorded on a separate
channel:

(1} Microphones, headsets, or speak-
ers used at the first pilot station.

{2} Microphones, headsets, or speak-
ers used 4t the second pilot station,

13) Alicrophones, headsets, or speak-
ers used at a third fiight crewmember’s
station «if such & station is provided in
the airplane’.

(4) Cockpit-mounted area
phones.

tc) In addition to the requirements of
paragraphs (a) and (b)Y of this section,
the cockpit volee recorder must be in-
stalled so that:

(1) It receives ils electric power from
the bus of maximum relinbility;

(2) There i5s an automatic means to
assure that any erasure feature ceases to
function at the instant of crash impact;
and

13y There is an aural or visual means
for prefiight checking of the recorder for
proper operation.

(dv The recording reguirements of
paragraph (a}(2) of this section shall be
tnet by installing one or mare cockpit-
mounted area microphones arranged to
pick up continuously all voice communi-
cations by flizht crewmembers when at
their assigned stations on the fiight decle.

micro-
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The microphones shall be located, and
the preampliflers and filters of the re-
corder shall be adjusted or supplemented
if necessary, so that the intelligibility of
the recorder communications will be as
high as practicable, when recorded under
flight cockpit noise conditions and played
back, Repeated sural or visual play-
back of the record may be employed in
gvaluating the intelligibility. VWhere a
satisfactory level of intelligibility cannot
be obtained by the use of cockpit-
moutited area microphones, headset
hoom-mounted microphong or eguiva-
lent shall be installed in lien of cockpit-
mounted area microphanes.

2, By amending Part 40 by adding a
new § 40.212 10 read as follows:

§ 40.122 Cockpit voice rocorders.

{(a) An approved cockpit volee re-
corder shall be installed in each airplane
having a maximum certificated takeoff
weight of more than 12,500 pounds on or
before the following dates:

(1) July 1, 1865, for all turbine-
powered airplanes;

(2) January 1, 1966, for all pressur-
ized reciprocaling Iour-engine airplanes;
and

(3} July 1, 1966, for all other air-
planes.

(b) The cockpit voice recorder thall he
installed in accordance with the require-
ments of Part 4b of this subchapter.

tc) The cockpit volce recorder shall
be operated continuously from the start
of the use of the checklist prior to start-
ing engines for the purpese of flight to
the completion of the final checklist at
the termination of the flight. In com-
piFing with this reguirementy, an ap-
proved coekpit voice recorder having an
erpsure feature may be utilized, so that
at any instant during the operation of
the recorder, information recorded more
than 30 minutes earlier may be erased or
otherwise obliterated.

(d) In the event of an accident or oc-
currence requiring immediate notifica-
tion to the Board, the recorded informs-
tion shall be retained by the air carrier
or commereial operator for a pertod of at
least 60 days or, if reguested by an su-
thorlzed representative of the Admin-
istrator or the Board, for a longer period,

3. By promulgeting amendments to
Parts 41 and 42 of the Civil Air Regula-
tions similar to that proposed in item 2
herein.

4. By amending Part 91 {Newl by add-
ing a new § 91.36 to read as follows:

§91.36 Cockpil voice recorders.

(a) Except as provided in paragraph
{ey of this section, no holder of an air
cartler or commercial operator certifi-
cale may operate any of the following
airplanes on or after the prescribed
dates, unless there is installed on that
airplane an approved cockpit voice re-
corder meeting the requirements of para-
graph (b) of this section and that cock-
pit volce recorder is operated in ac-
cordance with paragraph (c) of this
section:

(1Y Large turbine-powered airplanes,
July 1, 1965;




(2) Large pressurized reciprocating
four-engine airplanes, January 1, 1966;
ang

(3) All other large airplanes, July 1,
1966,

(b) The cockpit voice recorder shall
be installed in accordance with the re-
quirements of Part 4b of this subchapter.

(¢} The cockpit voice recorder shall be
operated continuously from the start of
the use of the checkof lst prior to start-
ing engines for the purpose of flight to
the completion of the final checklist at
the termination of the flight. Incomply-
ing with this requirement, an approved
cockpit voice recorder having an erasure
feature may be utilized, so that at any
instant during the operation of the re-
corder, information recorded more than
30 minutes earlier may be erased or
otherwise oblitered. However, flight may
be conducted withouf an operating cock-
pit voice recorder in order to:

(1) Ferry an aircraft with an inoper-
ative cockpit voice recorder from a place
where repair or replacement cannot be
made to a place where they can be made;

(2) Continue a flight as originally
planned, if the cockpit voice recorder
becomes inoperative after the airplane
has taken off; or

(3) Conduct an airworthiness flight
test, during which the cockpit voice re-
corder is twned off to test it or to test
any communications or electrical equip-
ment installed in the aircraft.

{d) In the event of an accident or oc-
currence requirlng immediate notifica-
tion to the Board, the recorded informa-
tion shall be retained by the air carrier
or commercial operator for a pertod of
at least 60 days or, if requested by the
Administrator or the Board, for a longer
periad.

() This section does hot apply to a
ferry flight of & newly acquired alrplane
from the place where possession of it was
taken to a base where the cockpit volce
recorder is to be Installed.

5. By amending Part 514 by adding the
following § 514.90;

§ 514.90 Cockpit voice recorder—TS0-
C84.

(a) Applicabilily. (1) Minimum per-
formance standards ere hereby estab-
lished for eockpit voice recorders for use

oh United States clvil aireraft. New
models of cockpit voice recorders manu-
factured for use on clvil aircraft on or
after the effective date of this section
shall meet the standards specified in
Federal Aviation Agency Standard,
“Minimum Performance Standards for
Cockpit Voice Recorders,” dated Novem-
ber 1, 1963, and Federal Aviation Agency
document entitled, “Environmental Test
Procedures for ,Airborne Electronic
Equipment,” dated August 31, 1962, ex-
cept as provided in subparagraph (2) of
this paragrhph.

(2) Federat Aviation Agency docu-
ment, “Environmental Test Procedures
for Airborne Electronic Equipment,” out-
lines various test procedures which de-
fine the environmental extremes over
which the equipment shall be designed
to operate. Some test procedures have
categories established and some do not.
Where categories are established, only
equipment which qualifies under one or
mote of the following categories, as speci-
fied In the FAA document, is eligible for
approval under this order:

(1) Temperature-Altitude Test—Cate-
gories A, B, C, or D;

(i1) wvibration Test—Categorles A, B,
C, D E orF;

(1i1} Audio-Frequency Magnetic Field
Susceptibllity Test—Categories A or B;

{iv) Radio-Frequency Susceptibility
Test—Category A: and

(v) Emission of Spurious Radio-Fre-
quency Energy Test—Category A.

(b} Marking,

(1) In additlon to the markings speci-
fied in § 514.3(d), the equipment shall
be merked to indicate the environmental
extremes over which it has been designed
to operate. There are six environmental
test procedures outlined in the FAA docu-
ment, “Environmental Test Procedures
for Airberne Electronic Equipment,”
which have categories established.
These shall be identified on the name-
plate by the words “environmentsl cate-
gottes” or, as abbrevigted, “Env. Cat.”
followed by six letters which 1dentify the
categories under which the equipment is
qualified. Reading from left to right,

1Copies may be obtalned upon request
addressedt to the Federal Aviation Agency,
Attention H@-620, Washington, D.C., 20553,

the cafegory designations shall appear
on the nameplate in the following order
50 that they may be readily identified:

(1) Temperature-Aititude Category;

(i) Vibration Test Category:

(i) Audio-Frequency Magnetic Field
Susceptibillty Test Category;

¢iv} Radio Frequency Susceptibility
Test Category;

v} Emission of Spurious Radlo-Fre-
quency Energy Test Category; and

(vl) Explosion Test.

(2) Equipment which meets the ex-
plosion fest requirement shall he identi-
fied by the letter “E”. Eguipment which
does not meet the explosion test re-
quirement shell be identified by the letter
“X”. A typicel nemeplate identification
would be as follows: Env. Cat. DBAAAX,

(3) In some cases such as under the
Temperature-Altitude Test Category, a
meanufacturer may wish to substantiate
his equipment under two categories. In
this case, the nameplate shall be marked
with both categories in the space desig-
nabed for that catemory by placing one
letter above the other in the following

manner: Env. Cat. gBAAAX.

(c} Date requirements. In accord-
ance with the provisions of § 514.2, the
manufacturer shall furnish to the Chief,
Engineering and Manufacturing Braneh,
Flight Standards Division, Federal Avia-
tion Agency, in the region in which the
manufacturer s located the following
technical data:

(1) Bix copies of the manufacturer's
operating instructions and equipment
limitations;

(2) Bix copies of the installation pro-
cedures with applicable schematic draw-
ings, wiring diagrams, and specifications,
indicating any lmitations, restrictions,
or other conditions pertinent to installa-
tign; and

{3) One copy of the manufacturer's
test report.

Issued in Washington, D.C., on Decem-~
ber 12, 1963.
QG. 5. MOORE,

Director,
Flight Standards Service.

IFR. Doc. 63-13062; Filed, Dec. 17, 1903;
8:45 am.]

(As published in the Pederal Register [2-8 F.R, 137827 on December 18, 1963)
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INTRODUCTION

The standards contained herein apply to recording equipment intended for
installation in aireraft for the purpose of automatically recording during
flight certain flight crew aural communications within the aircraft (among
crew members) and outside the aircraft (by radio). The record of these aural
communications will be used by aircraft accident investigation personnel to
assist them in their duties. The equipment covered by these standards is defined
in Appendix A.

Equipment performance under environmental conditions which are nor-
mally encountered in routine aeronautical operations are specified herein. In
addition, standards are established respecting the ability of the recording me-
dium to survive those conditions likely to be encountered in the event of a serious
aceident such as erash forces, fire and water.




MINIMUM PERFORMANCE STANDARDS FOR
COCKPIT VOICE RECORDERS

1.6 GENERAL STANDARDS.

1.1 Operations of Controls. The operation of con-
trols intended for use during flight, (if any), in all
possible position comhinations and sequences, shall not
result in a condition the presence or continuation of
which would he detrimental to the continued per-
formance of the equipment,

1.2 Aeccessibility of Controls. Controls which are
not normally adjusted in Aight shall not be readily
accessible to flight personnel.

1.3 Effects of Test. Unless otherwise provided, the
design of the equipment sha!l be such that, subsequent
to the application of the specified tests, no discernible
condition cxists which would be detrimental to the
continued performance of the equipment.

1.4 Recording Channels. The equipment shall be
capable of recording simultaneously at least four
channels of information,’

L5 Tnput Circuit Design. The design of the equip-
ment shall be such that the connection of the equip-
ment's audio input cireuits to other aircraft audio
circuits, when accomplished in a manner prescribed
by the eguipment manufacturer, shall have no ad-
verse effect on the performance of those aircraft audio
circuits,

1.6 Recording Speed.

a. The speed at which the recording medium is
driven past the recording mechanism shall be compati-
hle with the speed used in a commercially available
reproduction equipment capable of satisfactorily re-
producing aurally the recorded information on the
recording medium,

h. The recording speed shall net vary moere than
£ 79 from the deslgn speed.

20 MINIMUM PERFORMANCE STANDARDS UN-
DER STANDARD TEST CONDITIONS.

The test conditions applicable to a determination
of the performance of Cloekplt Voice Recorders under
standard test conditions are set forth in Appendix A
of this gstandard.

21 Continuity of Recording. When power is ap-
plied to the equipment, the equipment shall continu-
ously record without interruption all information ap-
plied to each of the four required recording channel
inputs.?

2.2 Retention of Recorded Imformation. The infor-
mation recorded on each of the four required channels
for at least the full thirty minute period immediately

preceding reoval of electrical power to the equipment
shall be retained on the recording medium. Informa-
tion recorded prior to the period thirty minutes im-
mediately preceding removal of power to the equip-
ment may be erased or otherwise obliterai=1l. When
electrical power is removed from the equipment, the
erasure function shall cease.

2.3 Means for Functional Test. An aural or visual
means shall be provided for preflight checking the re-
corder for proper operation.

24 Audio-Frequency Response. When the level of
an audio input signal applied to any of the four re-
quired recording channel inputs is held constant and
its frequency is varied over the range of 350-3,000
¢.p.s., the level of the signal recorded on the recording
medium ? shall not vary more than a total range of
6 db. The input signal level used shall be within the
equipment manufacturer’s input level limitaltons.

2.5 Distortion. The combined noise and distortion
of the recorded signal?® shall not exceed:

a. Ten percent, when the level of the input signal
applied to any of the four required recording channels
iz equal to the maximum level for which the equip-
ment is designed, and

b. Six percent, when the level of the input signal
is equal to 0.1 of the maximum level for which the
equipment [s designed,

This stangard shall be met at the audio frequency
of 1,000 c.p.s.

2.6 Audio Noise FLevel—Without Input Rignal.
With no input signal applied to any of the four re-
quired recording channel inputs, the level of the noise
recorded on the recording medium® shalt be at least
35 db below that level recorded on the recording me-
diuma when an input signal at the frequency of max-
imum response of the channel and having a level
equal to the maximum level for which the equipment
is designed is apptied fo the same recording channel
input.

2.7 Coupling Between Audio Circuits. When a
1,000 c.p.s. input signal having an ampiltude equal to
the maximum for which the equipment is designed is

1 See paragraph 2.11.a,

2 The term “recording channel input'* means that peint in the
equipment circuitry which is ahead of all amplifiers used in the
specific recording channel under consideration. This does not im-
clude such amplifiers as may be used in the Cockpit-Mounted
Area Microphone Assembly (See paragraph 2.11).

3 When measured at the output of 2 suitable reproduction equip-
ment,.




applied ta any one of the fonr regumired recording
channel inputs, the level of the sigmal recorded on
that portion of the recording medium assigned tn
each of the other recording channels? shall be at
ieast 35 db below the level recorded opn the channel to
which the input signal iz applied

28 Flutter. When an inpur having an amplitude
equal te the maximum for which the equipment is
designed i= applied to any of the four required re-
cording channel inputs. the level of any flutter fre-
quency hetween 0.5 and 250 c.p.s reencded on the re-
cording medium ' shall nat exceed 2 percent r.ans.

of the level of the input signal reeorded on that
channel.

29 S&tray Magnetic Field. When the ecockpit-
mounted area microphone assembly of the equipment
Is placed in an operating eondition in an area free
from Incal magnetic disturbances, the stray magnetic
field of thiz mirraphone azsemhly shall cause not more
than a 3 degrees deflection of a magnetic compass
when the closest edge of the microphone assembly is
located at a distance of 12 inches from the compass.

210 [Insulttion Resistance. The resistance between
any exposed conducting material of the cockpit-
mounted mierophone assembly of the equipment (non-
electrical circuity and the electrical circuit of this
assembly. shall be at least 10 megohms when meas-
ured with an applied voltage of at least 500 volts d.c.

211 Cockpit-Mounted Area Microphone Assembly.
a. General Degign Fentures. The mechanical de-
sign of the cockpit-mounted area microphone assembly
may bhe such that all of the components of this as-
sembly (such as the preamplifier or its components)
need not be located in the same physical unit as the
cockpit-mounted area microphone itself, provided all
of the applicable performance standards contained in
this document are met. The electrical design of this
assembly, however, shall be such that the electrical
output {without alteration) of the assembly can be
applied directly to two of the four requ‘i-ed recording
channel inputs.

b. Frequency Response—Microphone only. The
output level of the microphone shall not vary more
than 12 db (total spreadl when exposed to a constant
pressure sound source which is varied over the fre
quency range of 400 to 3.000 c.p.s. This requirement
shalil be met over a sound pressure inpuot range of
60 db to 120 db above 00002 drne per sguare centi-
meter.

c. Frequency Response—Microphaone Preamplifier
only.

(11 The output level of the microphone pre-
amplifier shall not vary more than 6 db ftotal spread)
when the frequency of an input signal is varied over
the pass band for which the equipment is designed
and its level is held constant.

(2) When an input signal of constant tevel is
increased in frequency from 3,000 cp.s apwards. the
ontput level of the microphone preamptifier shall con-
tinuously decrease.

(3) Means shall be provided in the equipment
=0 that the lower cutoff frequency of the microphone
preamplifier can he adjusted hetween 700 and 1,000
e.p.8. This means of adjustment shall not be accessi-
bie to Hight crew personnel. The output level of the
microphone preamplifier shall decrease at a rate of at
least 15 db per octave when the frequency of a con-
=tant level input signal is decreased from the lower
cutoff frequency to which the preamplifier may be
adjusted.

d. Hermonic Distoriien—3Microphone Preamplifier
only., When a signal of 1,000 c.p.s. or less, within the
pass band for which the equipment is designed is ap-
plied to the input terminals of the preamplifier and
with the gain adjusted to produce maximum rated
voltage on the output terminals with an input level
equivalent to that produced by the microphone(s),
for which the preamplifier is designed, exposed to a
sound pressure of up to 120 db above 0.0002 dyne per
square centimeter, the total harmonic distortion shall
not exceed 10 percent.

e. Harmonic Distortion—3icrophone only. When
the cockpit-mounted area microphone is exposed to a
sound pressure source within the range of 680 db to
120 db above 0.0002 dyne per square centimeter at a
frequency of 500 c.p.s., the total harmonic distortion
of the output of the microphone shall not exceed 10
percent.

3.0 MINIMUM PERFORMANCE STANDARDS Un-
DER ENVIRONMENTAL CONDITIONS.

TUnless otherwise specified herein, the environmental
test procedures applicable to a determination of the
performance of cockpit voice recorders under environ-
mental test conditions are set forth in FAA document
entitled “Environmental Test Procedures for Alr-
borne Electronic Equipment”, dated August 31, 1962.

3.1 Temperature-Altitude Test.

a. Low-Temperature Test. When subjected to this
test:

(1) The requirements of paragraphs 1.6b,, 2.1,
2.3, 2.4, 25, 2.8, 2.11c. and 2.11d. shall be met.

{2) All mechanical devices shall perform thefr
intended functions.

{3) Following the application of this test, the

requirements of paragraphs 2.11b. and 2.1le. shall be
met.

b. High Temperature Test.

(1) When the equipment is operated at the
high short-time operating temperature:

(a) The requirementsof paragraphs 1.6b., 2.1,
23, 24, 2.5, 2.8, 2.11c. and 211d. shall be met.

{b) All mechanical devices shall perform
their intended functions.

(2) When the equipment is operated at the
high operating temperature:

(a) The requirements of paragraphs 2.1, 2.3,
2.4, 25, 28, 211c. and 2.114. shall be met.

{b) All mechanical devices shall perform

their intended functions.




(3) Immediately following completion of the
high temperature test and upon inspection, there shall
be no evidence of materials (such as grease or potting
compounds} exuding or dripping from the equipment’s
colnponents.

(4) Following the application of this test, the
requirements of paragraphs 2.11b, arnd 2.11e, shall be
met.

c. Altitude Test. When subjected to this test:

(1) The renuirements of paragraphs 2.1, 2.4,
and 21%1e, shall be met, and all mechanical devices
shall perform their intended functions.

(2) Following the application of this test, the
requirements of paragraphs 2.11bh, and 2.11e. shall
be met.

d. Decompression Test. (Applieable only to Cate-
gory 1) equipment of the Temperature-Altitude Test,)

(1y Throughout the decompression test in-
eliding the preseribed 10-minute period that the egquip-
ment is at the decompression test altitude, the re-
quirements of paragraphs 2.1, 2.4 and 2.11c. shall be
met, and all mechanical devices shall perform their
intencded functions.

(2) Following the application of this test, the
requirements of paragraphs 2.11b, and 2.11e. shall be
met,

3.2 Humidity Test.

a. After subjection to this test and immediately
following the 15-minute warmup period, the require-
ments of paragraphs 1.6b, 2.1, 2.4, 2.5, 2.7, 2.8, 2.11¢c.
and 2.11d. shall be met. In addition, all mechanical
devices shall perform their intended funections.

b. Following the application of this test, the re-
quirements of paragraphs 211bh. and 21le. shall be
met,

3.3 Shock Test.

a. Following the application of the operational
686G shocks, the requirements of paragraphs 2.1, 2.2,
23, 2.4, 2.5, 2.6, 2.7, 2.8, 211b,, 2.11c,, 2.11d. and 2.11e,
shall be met and all mechanical devices shall perform
their intended functions.

b. Following the application of the crash safety
152G shocks, the equipment shall have remained in its
mounting and no part of the equipment or its
mounting shalt have hecome detached and free of the
tahle or of the equipment.*

3.4 Vibration Test. When subjected to this test:

a. The requirements of paragraphs 1.6b., 2.1, 2.4,
2.6, 2.7, 2.8 and 2.11c. shall be met and all mechanical
devices shall perform their intended functions.

b. Following the application of thig test, the re-
guirements of paragraphs 2.11b. and 2.11e. shall be
met.

3.5 Temperature Variation Test. When the equip-
ment is subjected to this test, the requirements of par-
agraphs 1.6h., 2.1, and 2.8 shall be met and all me-
chanical devices shall perform their intended func-
tions.

3.6 Power Input Test.

a. Power Tnput Variation Test. When the equip-
rent is subjected to this test, the requirements of

paragraphs 1.6b,, 2.1, 2.2, 2.4, 2,5, 2.11¢,, and 2.11d.
shall be met. In addition, all mechanical devices
shall perform their intended functions.

b. Low Voltage Test.

(1) When the equipment is subjected to the test
specified in paragraph 9.2a. Low Voltage Test, of the
FAA document, “Hnvironmental Test Procedures for
Airborne Electronic Equipment", dated August 31,
1962, it shall operate etectrically and mechanically.
Moderate degradation of performance is permissible.

(2) When the equipment is subjected to the
test specified in paragraph 9.2b.(1) Low Voltage Test,
of the FAA document, “Hnvironmental Test Proced-
ures for Airborne Electronic Hquipment", dated Au-
gust 31, 1962, the requirements of paragraphs 2.1, 2.2,
25 and 2.11d. shall be met. In addition, all mechan-
ical devices shall perform their intended functions.

(3) When the equipment is subjected to the test
specified in paragraph 9.2b.(2) Low Voltage Test, of
the FAA document, “Environmental Test Procedures
for Airborne Electronic Equipment”, dated August 31,
1962, there shall be no evidence external to the equip-
ment, of the presence of fire or smoke.!

3.7 Conducted Voltage Transient Test.

a. Following the intermittent transients tests, the
equipment shall meet the requirements of paragraphs
21, 24, 2.5, 211c. and 2114,

b. When the equipment is subjected to the repeti-
tive transients test, the requirements of paragraphs
2.1, 24, 2.5, 2.6, 2.11c. and 2.11d. shall be met.

3.8 Conducted Audio-Frequency Susceptibility Test.
When the equipment is subjected to this test, the re-
quirements of paragraphs 2.3, 2.5, 2.6, and 211d.
shall be met.

3.9 Audio-Frequency Magnetic Field Susceptibility
Test. When subjected to this test, the equipment
shall meet the requirements of paragraphs 2.3, 2.6
and 2.11d.

3.10 Radio-Freguency Susceptibility Test (Radiated
and Conducted). When subjected to these tests, the
equipment shall meet the requirements of paragraphs
21, 2.2, 23, 2.5, 2.6, 211c. and 2,114,

311 Ewplosion Test. If the equipment is intended
for installation where an explosive atmosphere may
exist, the equipment shall be subjected to the explosion
test. During the application of this test, the opera-
tion of the equipment shall not cause detonation of
the explosive mixture within the test chamber.*

3.12 Wuter Itnmersion Test. (This test is in addi-
tion to those contained in the FAA document “Environ-
mental Test Procedures for Airborne Rlectronic Equip-
ment”; dated August 31, 1962.)

a. Apply to each of the four refquired recording
channel inputs and input signal of 1,000 c.p.s. having
a level within the range for which the equipment is
designed for a period of 30 minutes.

b. Remove the recording medium from the equip-
ment and play it back on a suitable play-back equip-

4 The application of this test may resulf in damage to the equip-
ment under test. Paragraph 1.3 does not apply.




went and determine the output level and distorrien
characteristics of the 1awm ¢p.s. signal on each chan-
nel using appropriate measuring equipment, Note the
volume and tone control (if any) settings of the play-
back eguipment during this portion of the test and
alse the inpur power voltage.

¢. Remove the reeording medium from the play-hack
equipment and completely immerse it in =ea water
at ambient rooin temperature for a perind of at least
48 hours. Dwring thiz portion of the test, the re-
cording medium shall be normally mounted with re-
spect to the recording mechanizm, and such recording
medium spools. convevors and storage devices az may
be a part of the equipment under rest.

d. Remove the recording medium from the sea
water and dry it using drring techniques =nitahle to
the particular recarding medium materiall

e. Using the same play-back eguipment. mneasur-
ing equipment, and eontrol and inpur power voltage
settings used in b, play back the recording medium
andl determine the nutpur level and disrortion char-
acteristics of the 1./, cps =ignal on earh channel
There =hall he no more than a 2 dh change from
that previously measured in b for either of these
performance parameters and the recording medium
shall he intact at the eompletion of the play-hack.

313 [mpact Shock and Fire Protection Test, 1 This
test is In addition to those contained in the FAA doe-
ament “Environmental Test Procedurez for Airhorne
Electronic Equipment”. dated August 31, 1@n2°

a. Apply to each of the four required recording
channel inputs an input signal of 100 c.p.s. having a
level within the range for which the equipment is de-
signed for a perind of 30 minntes.

b. Remove the recording mediom from the equip-
ment anfd play it back on a suitable plar-back equip-
ment and determine the output level and distortion
characteristic of the 100 e.ps signal on each chan-
nel using appropriate measuring equipment. Note
the volume and tone eontrol (if anydy settings of the
play-back equipment Juring this portion of the test
aned also the input power voltage.

c. Replace the recording medium in the equip-
ment under test in itz normal loration and subject

that major component of the equipment under test
which contains the recording medium, the recording
mechanism, and suech recording medium spools, con-
veyors and storage devices as may be parts of the
equipment to an impact shock having a peak accelera-
tion of at least 100G and a time duration of at least
11 milliseconds, If the shape of the equipment under
test is other than spherical. the Impact shock force
shail be applied in the direetion of the lengest di-
agonal line that ean be drawn through the equipment
under test.

d. Without making any repairs or alterations to
that major component of the equipment which was
subjected to the impaet shock test in subparagraph ¢,
subject it to fire of at least 1,100°C. The flames of
the fire shall envelope at least 50 percent of the out-
sirde area of the equipment under test for a continuous
and uninterrupted period of at least 30 minuges, If.
stthsequent to the impact shock test in e, a visual in-
spection of the outside of the eguipment under test
reveals areas of cracks, holes or other opénings not
existant prior to the impact shock test, these areas
shall be included to the greatest extent possihle in
the required 50 percent of the outside area of the
equipment that is enveloped by flames, Allow the
equipment under test ta coal naturally without the
aid of water or other forced cooling.

e. Remove the recording medium from the eguip-
ment which has heen exposed {o impact shoek and fire
and, using he same play back equipment, measuring
equipment and control and input power voltage set-
rings used in h., play-back the recording medlum and
determine the output level and distortion character-
isties of the 1,000 c.p.s. signal on each channel. There
shall he no more than a 2 db change from that pre-
viously measured in h, for either of these perfor-
mance parateters and the recording medium shall he
intact at the completion of the plaxr-hack.

3.14 Fmiszion of Radio-Frequency Energy. The
levels of conducted and radiated spurious radio-fre-
quency energy emitted by the equipment shall not ex-
ceed those levels specified in Appendix A to the Fed-
eral Aviation Agenexr document, “Environmental Test
Procedures for Airhorne Electronic Equipment”, dated
August 31, 1962, for the aircraft category for which
the equipment is de=igned,




APPENDIX A

1.0 Test Conditions. 'The following definitions of
terms and conditions of test are applicable:

. Fguipment. The word “equipment” as used in
these stundards includes atl of the components or units
necessary {as determined by the equipment manu-
facturer) to weet the perfortmance criteria specified
herein, It may include a microphone assembly in-
tended for mounting in the aircraft coeckpit to pick
up all vocal expressions of those flight crew members
located within the cockpit (cockpit mounted area mi-
crophone) ; the channel amplifiers; the recording
medium and its associated transport mechanism and
storage device: and shockmounts, power supplies, and
control hoxes if these items are intended by the man-
ufacturer to be used with the eguipment,

b. Power Input Voltage—Direct Current. Unless
otherwise specified, when the equipment is designed
for operation from a direct current power source, all
measurements shall be conducted with the power in-
put veltage adjusted to 13.7h v, *2¢7 for 12-14 v.
equipment, or fo 27.56 v, ®£2¢; for 24-28 v. equip-
ment. The input voltage =hall be measured at the
equipment power input terminals.

e, Power [nput Voltage—Alternating Current.
Unless otherwise specified, when the equipment is de-
signed for operation from an alternating current
power source, all tests shall be conducted with the
power input voltage adjusted to design voltage *2¢%,
In the case of equipment designed for operation from
a power source of essentially constant frequency (e.g.,
400 ep.sl), the input frequency shall be adjusted to
Mesign frequency *+2¢;. In the case of equipment de-

signed for operation from a power source of variable
frequency (e.g., 350 to 1,000 c.p.s.), tests shall be con-
ducted with the input frequency adjusted to within
3% of u seleeted frequency within the range for which
the equipment is designed.

d. Adjustment of Equipment. The circuits of the
equipment shalt be properly adjusted in accordance
with the manufacturer’s recommended practices prior
to the application of the specified tests.

e, Test I[nstrument Precautions. Due precautions
shall be taken to prevent the introduction of errors re-
sulting from the connection of headphones, voltmeters,
oscilloscopes, and other test instruments across the
input and output impedances of the equipment during
the conduct of the tests.

f. Amibent Conditions. Unless otherwise speci-
fied, all tests shall be conducted under conditions of
ambient room temperature, pressure, and humidity.
However, the roomn temperature shall not be lower
than 10° C,

g. Warmup Period. Unless otherwise specified,
all tests shall be conducted after a warmup period of
not less than 15 minutes.

h. Connected Loads. Unless otherwise specified,
all tests shall be conducted with the equipment inputs
and outputs connected to loads having the impedance
value for which the eguipment is designed.

i, Nonapplicability of Conditions of Test. In
those cases in which it can be shown that the condi-
tions of test set forth above are not applicable to a
particular eguipment, the conditions of test may be
modified as required by the design of the equipment.
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Federal Aviation Agency Document

For

Environmental Test Procedures for Airborne Electronic Equipment

1.0 Purpose. This report sets forth Environmental
Test Procedures applicable to airborne electronic equip-
ment. The purpose of these tests is to provide a labora-
tory weans of determining the performance characteristies
of the equipment under conditions representative of those
which may be encountered in actual aeronautical opera-
tions.

2.0 Definition of Terms.

2.1 Equipmeni Temperature Stabilization.
Equipment temperature stabilization is that condition
wherein (1) the temperature of the largest internal mass is
within +3° C. of the specified vaiue when the equipment
i3 not operating, or (2) the erest temperatures of the largest
internal mass do not differ by more than 5° C. when the
eguipment is operating.

2,2 Maximum Duty Cycle. Maximum duty cyele
is the relationship between the maximum length of time
for which an equipment is designed to deliver its rated
output power and the length of titne during which “stand-
b¥" power only may he applied when such “ON-OFF”
operation is periodic.

2.3 Not QOperating. Not operating is that condition
wherein no power is applied to the equipment.

2.4 Controlled Temperature Location. Controlled
temperature location is a space within an aircraft in which
the temperature of the air is maintained, cither manually
or automatically, within the limits specified in the appro-
priate category of Table 1 of paragraph 4.0, Temperature-
Altitude Test.

3.0 Conditions of Test.

3.1 Connection of Equipment, Connect the equip-
ment mmeehanically and electrically as recommended by the
manufacturer, including any cooling provisions, to the
extent necessary to make such tests and measurements as
are required to determine compliance with the applicable
standards of paragraph 3.0, “Minimum  Performance
Standards under Eavironmental Test Conditions”, of the
appropriate FAA airborne eleetronic equipment Minimum
Performance Standards.

3.2 Order of Tests. The tests may be conducted in
any desired order, with the exception that the humidity
test shall not be conducted prior to the temperatnre-
attitude and the vibration tests. The purpose of this
exception is to deterinine whether materials used to protect
eirenit clements from moisture have lost their protective
function due to deterioration from cxposure to cither cx-
treme temperatures or to vibration.

3.3 Measurement of Temperature of Air in Test
Chamber,

a¢. The temperature of the air in the test chamber
shall be measured at such a location within the test chain-
ber that the temperature of the air so measured its repre-
sentative of that immediately surrounding the equipment,
Measurement of chamber wall temperature is not suitable,

due to temperature lag and heat transfer through the
chamber wall.

b. Means of circulating the air in the test chamber
may be empioyed to approximate a uniform air tempera-
ture condition throughout the chamber. When such
means are employed, the air blast shall net be directed
upon the equipment under test.

3.4 Ambient Room Temperature., When tests are
conducted under “ambient room temperature”’, the am-
bient room air temperature shall be between +10° C, and
+40° C,

3.5 Power Input Voltage. Unless specified other-
wise, all tests shall be conducted with the power input
voitage adjusted to design voitage +£2%. The input volt-
age shall be measured at the equipment power input
{erminals,

3.6 Power Input Frequency.

a. In the case of equipment designed for operation
from an a.c. power soyrce of cssentinlly constant frequeney
{e.g., 400 c.p.s.), the input frequency shall be adjusted to
design frequency -+ 2%, unless otherwise specified.

b. In the case of equipment designed for operation
from an a.c. power source of variable frequency (e.g., 300
to 1,000 e.p.s.), tests shall be conducted with the input
frequeney adjusted to within 5% of a selected frequency
and within the input power frequency range for which
the equipment is designed, unless otherwise specified.

4.0 Temperature-Altitude Test. Several temper-
ature-altitude test procedures are specified,! according to
the eategory for which the equipment is designed to be
used, as follows:

Category A—Equipment intended for installation in
nonpressurized and noucontrolled temperature locations
in aircraft which eperate at altitudes up to 45,000 feet
m.s.l,

Category B—Equipment intended for installation in
nonpressurized and nonecontrolled temperature locations
in airgraft which operate at altitudes up to 30,000 feet m.s.1.

Category C—Equipment intended for installation in
nonpressurized and noneontrolied temperature locations
in aireraft which operate at altitudes up to 20,000 feet m.s.1.

Category D—Equipment intended for instaliation in
controlled temperature and pressurized locations in afr-
eraft in which the pressures arc no lower than that which
is eqrivalent to an altitude of 15,000 feet m.s.l.

Category E-——Equipment intended for installation in
nonpressurized but controlled temperature locations in
aircraft which operate at altitudes up to 20,000 feet m.s.l.

Category F—Equipment intended for installation in
nonpressurized but controlled temperature locations in
aireraft which operate at altitudes up to 12,000 feet m.s.l.

1 The temperature-altitude test and the temperature variation test may
be combined, if desired. Sce paragraph 8.1, Alternate Test Procedure.




4.1 Test Procedure (Low Temperature). Stabi-
lize the equipment temperature at the appropriate (de-
pending upon category used) Low Not Operating Temper-
gture specified in Table 1 at ambient rcom atmospheric
pressure, with equipment not operating.? Maintain this
stabilized temperature for 30 minutes: then stabilize the
equipment tempeTatuTe at the appropriate Low Operating
Temperature specified in Table 1 at ambient room atmos-
pheric pressure, with the equipment not operating.  Then
operate the equipment at maximum dutx excle for a period
of 13 minutes, beginning with the “ON" evcle in the case of
equipment designed for intermittent duty service. Main-
tain the temperature of the air in the test chamber within
3° C. of the Low Operating Temperature of Table 1. De-
termine the compliance with the applicable standards of
paragraph 3.0 “Minimum Performance Standards under
Environmental Tezt Conditions" of the appropriate FAA
airborne electronic egquipment Minimum Performance
Standards?

4.2 Test Procedure (High Temperature),

a. At ambient room pressure, with the equipment not
operating, stabilize the equipment temperature to within
3* C. of the appropriate High Not Operating Temperature
of Table 1. After 30 minutes, adjust the test chamber air
temperature to within 3° C. of the High Short-time
Operating Temperature specified in Table 1.  Operate the
equipment at maximum duty cvcle for 30 minutes.
Determine compliance with the applicable standards of
paragraph 3.0, ~Minimum Performance Standards under
Environmental Test Conditions™, of the appropriate FAA
airborne electronie equipment Minimum Performance
Standards during this 30-minute period.

2 This is not intended to be a temperatime shock test.  The rate at which
the temperatnre of the equipment under test 15 reduced from ambient tothe
appropriste Low Not Operating Temperature speci®ed in Table | is optional.

3 Optionaliy, the tests specified in this paragraph /4.1 may be commenced
with the initial 1emperature of the equipmen? st any value tetween the ap-
propriate Operating and Low XNot Operating Temperalures specified in
Table L.

Note: The purpose of this test is to simulate tempera-
ture conditions which mayv be encountered in aireraft
while on the ground in certain geographical areas.

b. With the equipment operating, adjust the test
chamber air temperature to within 3° C. of the appropriate
High Operating Temperature specified in Table 1 at
ambient room pressure, After the equipment tempera-
ture has become stabilized, operate the equipment for two
(2) hours and determine compliance with the applicable
standards of Paragraph 3.0, “Minimum Performance
Standards under Environmental Test Conditions”, of the
appropriate FAA airborne electronic equipment Minimum
Performance Standards.

4,3 Pest Procedure (Altitude).

a. Operate the equipment at maximum duty cvele.
Decrease the atmospheric pressure to within 3% of the
appropriate Test Altitude specified in Table 1. Conduct
this test at ambient room temperature. Determine
compliance with the applicable standards of Paragraph
3.0, “Minimum Performance Standards under Environ-
mental Test Conditions”, of the appropriate FAA airborne
electronic equipment Minimum Performance Standards.

b. This test is intended for application only to
Category D equipment. With the equipment operating
at the Test Altitude specified in Table 1, reduce the atmos-
pheric pressure to that equivalent to the Decompression
Test Altitude specified in Table 1. This reduction in
pressure shall be effected within a time period not to exceed
15 seconds. Maintain this reduced pressure for at least
10 minutes, then increase the pressure to that equivalent
to the Test Altitude specified in Table 1. Condvet this
test at ambient room temperature. Determine compliance
with the applicable standards of paragraph 3.0, “Minimum
Performance Standards under Environmental Test Con-
ditions”, of the appropriate FAA airborne electronic
equipment Minimum Performance Standards.

TABLE 1. ALTITUDE-TEMPERATURE CRITERIA

E 1
i CoNpriiox [ Cat. A | Can. B Catr. C Cat. D Cat. E Car. F
j : »
! Mavimom Opersting Alitode 0000 | 30,0000 | 20,000 | 15000% | 20,000° | 12,000°
! |
| Test Alitade ' oss000 r 35, 000' 25, 000" 20, 000* 23, 000" 15, 000"
|
' Decompression Test Altitude ... I 10,0000 | ... ] ooee. -
! Not Opersting Low P C. 1 —s0°C. | —°C. | —%°C. | —40°C -30° C.
' Temperature ) M
\ Hizh +1° C, | +71° C. +71° C. +71° C, +n°C +71° C.
I - : [ —
Shert-Time Gpetating High Temper- |
atwre +712C. | 4717 C. +7° C. +60° C. +30° C +45° C.
Operating Temperature Low -*C. —46° C. —~40° C. i -153° C. -1 C. —15° C.
High T3°C. | +5°C. | 4+5°C. | +55°C. [ +40°C. | +40° C.
1 J v

*“The Maximum Operating Alitnde and Test Altitude of Category D sgoipment represent stmospheres
established by pressurizatwa.
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5.0 Humidity Test. Bubject the equipment to an
atmosphere having a relative humidity of between 95% and
1009, and an ambient temperature of 50° C.+3° C. for a
period of 48 hours. During this 48-hour period, no
electrical or mechanieal power shall be applied to the
equipment. At least once each hour, the relative humidity
shall be 1009 with condensation on the equipment. At
the end of the 48-hour exposure period, remove the cquip-
ment from the test chamber and drain off {do not wipe)
any condensed moisture. Within five minutes after
removal of the equipment from the test chamber, apply
standard primary test voltage(s) to the equipment. Allow
fiftcen minutes following the application of primary
power for the equipment to warmup., Immediately
following the warmup period, determine ecompliance
with the applicable standards of paragraph 3.0, “Minimum
Performance Standards under Environmental Test Con-
ditions’”” of the appropriate FAA airborne electronic
equipment Minimum Performance Standards.

6.0 Shock Test.

6.1 Operational Shocks.

a. Secure the equipment to a shock table by the
mounting means intended for use in service installations.
Apply to the shock table, with the equipment mounted
in each of the following six positions, three shocks each
having a peak acceleration of at least 6G and a time
duration of at least 10 milliseconds.

(1) Normal upright.

(2} Suspended upside down.

(3) At positions such that the longitudinal axis
of the equipment successively forms angles of plus 90°
and minus 90° {two positions) with the plane of the table.

(4) At positions such that the lateral axis of the
equipment successively forms angles of plus 90° and minus
90° {two positions) with the planc of the table,

b. After application of the shocks, determine com-
pliance with the applicable standards of paragraph 3.0,
“Minimum Performance Standards under Environmental
Test Conditions” of the appropriate FAA airborne elec-
tronic equipment Minimum Performance Standards.

6.2 Crash Safety Shocks. Apply, in caech of the
8ix equipment positions listed in paragraph 6.1, one shock
having a peak acceleration of at least 15G and a time
duration of at least 10 miiliseconds, After application of
the six shocks, determine compliance with the applicable
standards of paragraph 3.0, “Minimum Performance
Standards under Environmental Test Conditions’” of the
appropriate FAA airborne electronic equipment Minimum
Performance Standards.

Note: During this test, an equivalent weight may
be substituted for the electrical and mechanical compo-
nents normally mounted within or on the equipment
ecase. Such equivalent weight shall approximate the
weight of the components which it replaces and shall be so
located that the center of gravity of the equipment is
essentially unchanged. The equivalent weight shall not
contribute to the strength of the equipment case or its
mounting fastenings to a greater extent than the compo-
nents it replaces.

7.0 Vibration Test.

7.1 Test Procedure.

a. S0 secure the equipment under test to a vibration
table that sinusoidal vibratory motion is exerted parallel

tothe longitudinal ¢ axis of the equipment. The equipment
shall be affixed to the vibration table by the means specified
by the equipment manufacturer for service installations,
Connect the equipment for proper operation, Start it
operating in its prineipal mode. (Multipurpose equip-
ments, such as transceivers, shall be tested in all modes.)

b. With the equipment operating, vary the vibra-
tion frequenecy from 10 to 55 to 10 c.p.s. in a time period
of from one to three minutes * at an amplitude appro-
priate to the category of equipment under test. (Refer
to Table 2). Continue vibrating the equipment in this
manner for a peried of at least ninety (90) minutes.

¢. Determine compliance with the applicable stand-
ards of paragraph 3.0 “Minimum Performance Standards
under Environmental Test Conditions” of the appropriate
FAA airborne eleetronic equipment Minimum Performance
Standards,

d. Repeat the procedures specified in paragraphs
7.1 a., b., and ¢., with the vibratory motion applied in a
direction parallel to the lateral axis of the equipment.

¢. Repeal the procedures specified in paragraphs
7.1 a., b,, and ¢., with the vibratory motion applied in a
direction parallel to the vertical axis of the eguipment,

f. I the equipment is to be tested under a vibration
category which requires vibration tests in the 55 to 500
cycle frequency range, rcpeat all of the above test pro-
cedures, but starting at 55 evcles and running to 500
eyvcles and returning to 55 cveles with the excursion so
adjusted for each frequency as to produce the constant
acceleration figure specified in Table 2.6

TABLE 2. CATEGORIZATION OF AIRCRAFT VIBRA-
TION CHARACTERISTICS BY AIRCRAFT TYPES
AND LOCATIONS THEREIN

INSTRUMENT
PAKELS (VIBRA- | ANY LoO-
AIRCRAFT DESCRIPTION FUSELAGE | TION PROTECTED | CATION KOT
oR OTHERWISE) | BPECIFIED
AND ISOLATED

Bacrs
Rotary wing aircraft A F A
Turbo engine fixed wing
aircraft B C A

Piston engine fixed wing
aireraft, heavy multi-
enginetype (Over 12,500
Ibs.) B F D

Piston engine fized wing
aireraft, light multi-
engine type (Under
12,500 1bs. ) F F E

Piston engine fixed wing
aircralt, light single en-
gine type (Under 12,500
1bs.) F . F F

4 Qptlonally, vibratory motlon may be first applied to any axls of the
equipment, i.e., lateral, vertical or longitudinal. Any sequence thereafter
is permissible.

s Either a linpar or Jogarithmic sweep (scan) may be used.

» Optionally, the tests specified in paragraphs 7.1 a., ., ¢-, d., €., and f.+
may be eomkined, if desired, with a total sweep time of from 2 to § minutes
and a total time of 180 minutes.
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7.2 Vibration Characteristics of Categories:

Category A—Constant togal exeursion of 0.030" from
10 to 55 e.p.s. with & maximum acceleration of 3G: and
Constant aceeleration of 3G from 55 1o 300 c.p.3.

Category B—Constant total excursion of 0.020"" from
10 to 35 ¢.p.s. with a maximum acceleration of 3G: and
Constant acceleration of 1.5G from 35 to 500 c.p.s.

Category C—Constant total excursion of 0.010°" from
10 to 35 c.p.s. with a maximum acceleration of 1.5G: and
Constant acceleration of 0.23G from 33 1o 300 c.p.s.

Category D—Constant total exeursion of 0.030”" from
10 10 53 c.p.s. with a maximum acceleration of 3G.

Category E—Constant total excursion of 0.020°" from
10 t0 35 c.p.s. with 2 maximurn acceleration of 3G.

Category F—Constant total excursion of 0.010"" from
10 to 33 c.p.s. with a maximum acceleration of 1.5G.

8.0 Temperature Variation Test, Ztabilize the
equipment temperature at the appropriate Operating Low
Temperature speeified in Table 1, ar ambient room atmeos-
pheric pressure with the equipment not operating?
Operate the equipment at maximum duty evele for a period
of 15 minutes, beginning with “ON" evele in the caze of
equipment designed for intermittent duty =ervice. with the
voltage and frequeney of the primary power source
adjusted to standard values. Increasze the temperature
of the air in the test chamber to the Operating Hieh
Temperature specified in Table 1. at a rate * not exceed-
ing 1° . per minute. In the interval between the time
that the equipment temperature stabilizes at the appropri-
ate Operating Low Temperature and the time it stabilizes
at the appropriate Operating High Temperatnre, determine
compliance with the applicable standardsz of paragraph
3.0, *Minimum Performance Standards under Environ-
menial Test Conditione™ of the appropriate FAA Airborne
Electronic Equipment Minimum Performance “tandards,

8.1 Alternate Test Procedure, It is permiz=ible to
combine the temperature variation test and the
temperature-altitude test. In this ecase, proceed as
follows:

(1} Conduect that portion of the temperature-
altitude test specified in paragraph 4.1,

(2 Tnereaze the temperature of the air in the test
Chamber to the High Operating Temperature specified in
the applicable eategorv of Table 1 at a rate * not exceeding
1° C. per minute. In the interval between the time that
the equipment temperature stabilizes at the appropriste
Low Operating Temperature and the time it stabilizes at
the appropriate High Extended-time Operation Tempera-
ture, determine compliance with the applicable standards
of paragraph 3.0, = Minimum Performance Standards under
Environmental Test Conditions"", of the appropriate FA A
Airborne Electronic Egnuipment Minimum Performance
Standards.

(3 Conduct those portions of the Temperature-
Altitude Test specified in paragraphs 4.2a. through 1.3b.

9.0 Porwer Input Test.

" The purpose of this test s to determine eerialn pefsrtnance characteris-
tics of the equipment at varions temperaturss beiaasn ths Opemiting Low
Temperature and the Extended-1ime Operstion High Termperature speeified
in the applicable Category of Talle I

t If destred, this rate may, if neeyssary, b redees-! 00 200 10 permit mmeas-
arements to be taken.

 If desired, this rmte may, if necessary, b reduced 1o rero to permit meas-
orements to be taken.
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9.1 Power Input Variation Test.

a. Adjust the primary power input as follows:

(1) In the case of equipment designed to operate
from a d.e. power source, adjust the primary power voltage
to 110% of the design voltage.

(2) In the case of equipment designed to operate
from a.c. primary power sources of essentialiv constant
frequeney, such as 400 c.p.s. adjust the pritmary power
voltage to 1109, of the design voltage and the frequency to
105%; of design frequency. The erest factor shall be 1.4,
109,

(8} In the case of equipment designed to operate
from a.c. primary power sources of variable frequency,
such as 300 to 1,000 c.p.s, adjust the primary power
voltage to 1109 of design voltage and the frequency to the
highest for which the equipment is designed. The erest
factor shall be 1.4, = 109%.

Note: For the purposes of this test, equipment which
derives a.c. power from an inverter provided exelusively for
the equipment shall be considered as d.c. operated.

b. Operate the equipment at maximum duty cvele for
30 minutes, with the primary power adjusted as specified in
paragraph 9.1a. Determine compliance with the appli-
cable standards of paragraph 3.0, “Minimum Performance
Standards under Environmental Test Conditions”, of the
appropriate FAA airborne electronie equipment Minimum
Perforinance Standards= during this 30-minute period.

c. Adjust the primary power input as follows:

(1) In the case of equipment designed to operate
from a d.c. power source, adjust the primary power voltage
to 909, of the design voltage.

(2) In the case of equipment designed to operate
from a.c. primary power sources of essentially constant
frequeney, such as 400 c.p.s., adjust the primary power
voltage 1o 905 of the design voltage and the frequenev to
no higher than 955 of design frequeney. The erest factor
shall be 1.4 +109.

(3) In the case of equipment designed to operate
from a.c. primaryv power sources of variable frequency,
such as 300 to 1,000 ¢.p.s., adjust the primary power volt-
age to 909, of design voltage and the frequency to the
lowest for which the equipment is designed. The crest
factor shall be 1.4 +10,.

NnTE: For the purposes of this test, equipment which
detives a.c. power from an inverter provided exclusively
for the equipment shall be considered as d.c. operated.

d. Operate the equipment at maximum dutv cyvcle for
a period of 30 minutes with the primary power adjusted as
specified in paragraph 9.1¢. Determine compliance with
the applicable standards of paragraph 3.0 “Minimum
Performance Standards under Environmental Test Con-
ditions"" of the appropriate FAA airborne electronic equip-
ment Minimum Performance Standards during this 30
minuie period.

9.2 Loiwr Voltage Test.

a. A.C. and D.C. Equipments. Operate the equip-
ment at maximum dutyv evele for a period of at least 30
minutes at an input power voltage{s) 807, of standard
test voltage(s) in the case of d.c. equipment, or 873 % of
standard test voltage(s) in the case of a.e. equipment,
During this period, determine compliance with the appli-
cable standards of paragraph 3.0, “Minimum Performance
Standards under Environmental Test Conditions'’, of the
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appropriate FAA Airborne Electronic Minimum Perform-
ance Standards.

b. D.C. Equipments.

{1) With the equipment operating, decreasec the
input power voltage(s) from 809, of standard test volt-
age(s) to 509 of standard test voltage(s) at a rate not
greater than 2% of the standard test voltage(s) per
minute and continue operating the equipment for a peried
of at least 10 minutes at the 50% input power level. With
the equipment still operating, adjust the input power
voltage(s) to 100% of standard test voltage(s) and deter-
mine complianece with the applicable standards of para-
graph 3.0, “Minimum Performance Standards under
Environmental Test Conditions”, of the appropriate FAA
Airborne Eleetronic Minimum Performance Standards.1®

(2) With the equipment operating, reduce the
input power voltage(s} from 1009 to 809 of standard
test voltage(s) and continue the reduction of the input
power voltage(s) from the 509 level to zero input volt-
age(s) at a rate not greater than 2% of the standard test
voltage(s) per minute. Dectermine compliance with the
applicable standards of paragraph 3.0 “Minimum Per-
formance Standards under Environmental Test Condi-
tions” of the appropriate FAA Airborne Electronie
Minimum Performance Standards,!

NoTtE: For the purposes of this test, equipment
which derives a.c. power from an inverter provided exelu-
sively for the equipment shall be considered as d.c. operated.

10.0 Conducted Voltage Transient Test.

10.1  Intermittent Transients. With the equip-
ment operating at its normal input voltage(s), apply to
each of the d.c. primary input power leads a series of
positive and negative voltage transients having the charae-
teristics (amplitude and wave form) appropriate to the
applicable normal d.c. input voltages specified in Figure
1, for a period of at least ten (10) seconds and at a rate of
not less than two (2) transients per second. Immediately
after the ten second period, determine compliance with
the applicable standards of paragraph 3.0, “Minimum
Performance Standards under Environmental Test Con-
ditions’’, of the appropriate FAA Airborne Electronie
Equipment Minimum Performanee Standards, The posi-
tive and negative transients should be developed, applied
and monitored in a manner similar to that shown in
Figures 2 and 3.

10.2 Repetitive Transients. With the cquipment
operating at its normal input voltage(s), apply to each of
the d.c. primary input power leads a series of positive vol-
tage transtents having the characteristics (amplitude and
wave form) appropriate to the applicable normal d.c. input
voltages specified in Figure 1 at a rate of not less than two
(2) transients per second and, simultaneously, determine
compliance with the applicable standards of paragraph 3.0,
“Minimum Performanee Standards under Environmental
Test Conditions” of the appropriate FAA Airborne
Illectronic Equipment Minimum Performance Standards,
The positive voltage tranzients should be developed,

19 The purpose of this test is to determine those conditions resulting from
decreased voltage(s) (such as relay chatter), the presence or continuation of
which would contribute to malfunctioning of the equipment at standard test
voltage(s).

1t The purpose of this test Is to determine whether the reduction of the
input power voltage(s) from standard test voltage(s) to zers input voltage(s)
produces evidenhce, external to the cquipment, of stnoke or fire.
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applied and monitored in a manner similar to that shown
in Figure 2,12

11.¢ Conducted Audio-Frequency Susceptibility
Test.

11.1 B.C. Inpul Power Leads, Apply a sine wave
audio frequency signal in series with each ungrounded d.c.
input power lead. While varying the audio frequency of
the applied signal between 200 and 20,000 eyeles per sec-
ond, maintain the r.m.s amplitude of this signal at not less
than 5% of the nominal d.c. input voltage and determine
eomplianee with the applicable standards of paragraph 3.0,
“}Minimum Performance Standards Under Environmental
Test Conditions” of the appropriate FAA Airborne Elee-
tronic Equipment Minimum Performance Standards.
When conduecting this test, all equipment interconnecting
cables and RF trapnsmission lines shall be in accordance
with the manufacturer’s installation wiring diagram and
shall use shielded or twisted wires onty where specified,
Where no length of interconnecting cables is specified, the
cables shall be at least five {5) feet long. Any inputs or
outputs from or to other equipment{s) normally associated
with the equipment under test shall be adequately simu-
lated. ’

11.2 A.C. Input Power Leads. Apply a sine wave
audio frequency signal in series with each ungrounded a.c.
input power fead. With the frequency of this signal suc-
cessively adjusted to the second harmonic of the a.c. power
frequency and to each next higher order harmonic up to
9,000 cveles, maintain the r.m.s. amplitude of this signal at
not less than 5% of the nominral a.c. input voltage and de-
termine compliance with the applicable standards of para-
graph 3.0 “Minimum Performance Standards Under
Environmental Test Conditions” of the appropriate FAA
Airborne Electronic Equipment Minimum Performance
Standards. When conduecting this test, all equipment in-
terconnecting cables and RF transmission lines shall be in
accordance with the manufacturer's installation wiring dia-
gram and shall use shielded or twisted wires only where
specified. Where no length of interconnecting cables Is
specificd, the cables shall be at least five (5) feet long. Any
inputs or outputs from or to other equipment(s) normally
associated with the equipment under test shall be ade-
quately simulated.

12.0 Audio Frequency Magnetic Field Suscepti-
bility Test.

12.1 Categories of Equipment. For the purpose of
this test, equipment is categorized as follows:

Category A—Equipment which is intended for installa-
tion in an aireraft which has an a.c. power source having a
rating of 250 VA (volt-amperes) or greater,

Category B—Equipment which is intended for installa-
tion in an aireraft which has an a,e. power souree having a
rating of less than 230 VA, or which has no a.c. power
source whatever.

12.2 Test Procedure.

Category A—Expose the equipment under test to an
audio frequency magnetic field which i3 generated by a 400
e.p.s. current of at least 20 amperes {r.m.s.) flowing in a
straight wire radiator, which is within 12 inches of the
periphery of the unit of equipment under test, and deter-

12 This test applies to equipment designed to utilize d.c. primary power
which is furnished by the aircraft's electrical system. Equipment deslgned
to operate solely on a.c. printary power need not be subjected to this test,
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mine compliance with the applicable standards of para-
graph 3.0 “Minimum Performance Standards Under En-
vironmental Test Conditions™” of the appropriate FAA
Airborne Electronic Equipment Minimum Performance
Standards. During this test, the radiator shsll be so
oriented with respect to each external suriace of each unit
as to cause maximum interference. The length of the
radiator zhall be such that it exiends a distance of at least
two feet (laterallv} bevond the exposed surface of the unit
under test. The leads supplving current to the radiator
shall be routed at least two feet away from any part of the
unit under test and from the radiator itself. All units of
the equipment under test shall be individually tested.

Categors B—XNo test of Category B equipment is
required.

13.0 Radio Frequency Susceptibility Test (Radi-
ated and Conducted'. For the purposes of this test,!?
equipment is categorized as follows:

Category A—Equipment which is intended for installa-
tion in aireraft having a Maximum Weight of more than
12,500 pounds.

Category B—Equipment which iz intended for installa-
tion in aircraft having & Masimum Weight of 12,500
pounds, or less,

13.1 General Requirements.

a. The equipment under test shall be set up on a
ground plane and operated in accordance with the follow-
ing criteria:

(1) Ground Piane.— A copper or brass ground plane,
0.01 inch thick minimum for copper, 0.023 inch thick
minimum for brass. 12-square feet or more in area with &
minimum wideth of 30 inches, shall be used. In all cases
where a shielded room is emploved, the ground plane shall
be bonded to the shielded room at intervals no greater
than 3 feet, and at both ends of the ground plane.

(2) Shock and Vibration Isolators.—The equipment
under tesi shall be secured to mounting bases incorpo-
rating shock or vibration isolators, if zuch mounting bases
are specified by the equipment manufacturer. The bond-
ing straps furnished with the mounting base shall be eon-
nected to the ground plane. Where mounting bases do
not incorporate bonding straps, bonding straps shail not
be uzed in the test setup.

(3) Bonding.—Only the provisions included in the
design of the equipment and specified in the installation
instructions shall be used to bond units, such as equipment
case and mount, together or 1o the ground plane. Where
bonding straps are required to complete the test setup
they shall have alength not greater than 3 times the width,
shall have a minimum thickness of 0.025 inch, and shall
be copper or brass metal straps, not braid. Connections
made with such bond strap: shall have clean metal-to-
metai contact.

(4 External Ground Terminal.—When an external
terminal is available for a ground connection on the equip-
ment under test, this terminal shall be connected 10 the
ground plane if the terminal iz normaily grounded in the
installation. If the installation conditions are unknown,
the terminal shail not be grounded.

1 See *Introduction” of Appendit A for inforation oa the relationship
between the emission of spurious radio frejusns eT#tgy fom electrical and
elzctronle equij-ment instalied in an airoraltianiy ves of radio frequency
susceptibility signals used in this test procedure
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(8) Interconnecting Cables.—All equipment inter-
connecting cables and RF transmission lines shall be in
accordance with the manufacturer’s installation wiring
diagram snd shall use shielded or twisted wires only where
specified. Where no length of interconnecting cables is
specified, the cables shall be at least five (5) feet long.
Any inputs or outputs from or to other equipment asso-
ciated with the equipment under test shall be adequately
simulated.

(6) Dummy Antennas.—The dummy antenna shall
have electrical characteristics which closely simulate those
of the normal antenna, and should be shielded. It shall
contain electrical components which are used in the normal
antenna (such as filters, erystal diodes, svnchros, motors,
ete.).

b. Test instruments shall be set up and operated in
accordance with the following criteria:

(1) Bonding.—Interference meters used for meas-
urement during the “conducted” test shall not be bonded
to the ground plane except through the interconneecting
coaxial cable. The counterpoise on rod antennas shall be
bonded to the ground plane with a strap of such length
that the rod antenna can be positioned correctly. The
strap shall be as wide as the counterpoise.

(2) Powerline Stabilization Network.—One stabili-
zation network shall be inserted in each ungrounded
primary input power lead of the equipment under test.
The network enclosure shall be bonded to the ground
plane. The network shall be constructed in aceordance
with Figure 4. The input impedance characteristies of
the stabilization network are shown in Figure 5.

(3) Antenna Orientation and Positioning in
Shielded Enclosures,—The rod or dipole antenna shall be
located as shown in Figures 6 or 7. The rod antenna shall
be so placed that the antenna is in a vertical pozition. The
rod antenna shall be located at the point where maximum
radiation pickup is obtained when it is moved along a line
parallel with the edge of the ground plane. Those meas-
urements which use a resonate dipole antenna shall have
the dipole positioned parallel with the edge of the ground
plane. The dipole antenna shall be centered 12 inches
+ 1 inch above the level of the ground plane. The rod or
the dipole antenna shall be located at the distance from the
equipment under test specified in Figures 6 and 7. When
the dimenszions of the dipole antenna become smaller than
the test layvout, the antenna shall be moved parallel to the
edge of the ground plane to keep its sensitive elements
adjacent to the point of maximum radiation. At fre-
quencies from 25 up to and including 35 megacycles, the
measurements shall be taken with the dipole antenna ad-
justed to resonance at 35 megacyveles. The dipole antenna
shall be adjusted to resonance at all frequencies above 35
megacvcles. In sereen room tests, the antennas shall be
at least 1 foot away from any wall.

13.2 Conducted Radio Frequeney Susceplibility
Test. With the equipment under test arranged in a man-
ner similar to that shown in Figure 8 apply through the
powerline stabilization network an RF signal modulated
30¢, at 1,000 c.p.s. between each ungrounded primary
input power lead and ground. Determine compliance
with the applicable standards of paragraph 3.0 “Minimum
Performance Standards under Environmental Test Condi-
tions" of the appropriate FAA Airborne Eleetronic Equip-




ment Minimum Performance Standards when the signal
level is varied {versus frequency) over the range specified
in Figure 9 or Figure 10 for Category A and Category B
installations, respectively. The output impedance of the
signal generator shall be 50 ohms. The voltages specified
shall be those which exist across the 50 ohm signal genera-
tor output when no load is connected to the signal genera-
tor. All equipment interconnecting cables shall have 4
feet of their length bundled together and supported 2
inches shove the ground plane, as shown in Figure 8.

13.3 Radiated Radio Frequency Susceptibility
Test. Expose the equipment under test to a radio fre-
quency field, the levels of which (versus frequency) are
specified in Figures 11 and 12 for Category A and Category
B installations, respectively. The voltages specified in
Figures 11 and 12 are those existing across the radiating
antenna terminals. The test signal shall be modulated
309 at 1,000 c.p.s. The type of radiating antenna to be

employed is related to the frequency of the test signal as
follows:

Frequency Type of Antenng
90 ke. to 265 me..___ . ____ 41 inch rod antenna
25 me. to 35 me...___.___ Dipole antenna adjusted to
resonance at 35 me.
35 me. to 1,000 me.___ Dipole antenna adjusted to

resonance at test frequeney

Care should be taken to use matching networks when
required. The equipment under test, the radiating an-
tenna and the line stabilization networks shall be arranged
in agcordance with Figure 6, when using the rod antenna,
and Figure 7, when using the dipele antenna. During
this test, determine compliance with the applicable stand-
ards of paragraph 3.0 “Minimum Performance Standards
under Environmental Test Conditions’ of the appropriate
FAA Airborne Electronic Equipment Minimum Perform-
ance Standards.

EQUIPMENT
UNDER TBSTEEE

COAXIAL
TERMINAL
FOR

SIGNAL
GENERATOR

Rl

L1
v [ = s
uug
1 T. |

GROUND mm

m GROUND

Ficvre 4.—Powerline stabilization network schematic diagram.

ENCLOSURE DATA: 14 GAGE (B & 8) ALUMINUM SUGGESTED SIZE 9% IN, BY 4 BY 4 IN.

FORM DATA:

EACH END.
COIL DATA:
WIRE DATA:
CAPACITOR:

514 IN. LENGTH, 3 IN. DIA (OD), .125 IN. WALL DRILL ¥ IN. HOLE %s IN. FROM

L1=5 MICROHENRIES, 13 TURNS SINGLE LAYER, 4 IN. WINDING LENGTH.
AWG 6, 600 VOLT, .310 IN. DIA (OD). (FOR 50 AMPERE NETWORK)
C1 SHALL BE MOUNTED ON 1 IN. INSULATING BLOCK ABOVE GROUND.

CAPACITOR DATA: Ci=.1 UF, 600-VOLT DC, BATHTUB.
C2=1 UF, 600-VOLT DC, BATHTUB, SINGLE TERMINAL CASE MOUNTED ON

GROUND.
REBISTOR DATA:

R1=5,000-0HM, 5-WATT CARBON.

1. The values given for the component parts of the network are nominal. Regardless of the construction or deviation
from nominal values, the network must have an impedance within 20 percent of that given in Figure 5.

2. Connecting leads to condensers and resistors should be as nearly as possible to zero length.

3. Networks may alse be constructed having a 1-ohm scries resistor between the line and capacitor C2. This l-chm
resistor shall be made up from ten 10-ohm, l-watt composition resistors.

4. The data given in this figure is suitable for the construction of 50-ampere networks. Other current-carrying net-
works may be constructed by changing the wire size given for the coil and the sizc of the over-all enclosure.

5. The 50-ohm transmission line should be extended within the enclosure right up to the loeation where it connects

with capacitor C1.

707-558 0—63—-5
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50 ohm }] Bonded 7 1
Terminat{iong a
cable to Ground Plane
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Generator - -

41" Rod Antenna

*Interconneckting cables to be bundled
for at least four (4) feet apd
supported not less than 2" above the
ground plane

FieUvrE 6.—Location of rod antenna and arrangement of cquipment,

io

20" Square Counterpoise
at same level of, or not
more than 6" below,
ground plane
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Line
Stabilization
Networks
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"// e e ——
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* Interconnecting cables to be bundled for !

at least four (4) feet and supported not

less than 2" above the ground plane e Cable to Signel Generator
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the ground plane

Freure 7.—Location of dipole antenta and arrangement of equipment.
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L J
ﬁ/l . T A Lt - r/?Trlll!//lll)I
) # Interconnecting Cables to be bundled for

at least four (4) feet and supported not
less than 2" above ground plane

Pawer

. Leads - /

,TLine Stabilization Networks

/

fo-——Signal Generator

50 ohm Coax Ground Plane

FinUurE 8.—Arrangement of equipment for conducted RF susceptibility test. 11
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14.0 Explosion Test.
14.1 Application and Cenditions of Test.

a. Application and Categories of Equipment.

(1) It is recognized that installation practices in
civil aircraft and in many non-civil transport aireraft nor-
mally do not require the installation of equipment in loca-
tions where an explosive atmosphere may exist in the course
of normal aireraft operations, For such installations, the
Explosion Test is not applicable and the equipment is
designated as Categoty "X equipment.

(2) It is also recognized that, in special applieations
and in specigl purpose sireraft, equipment may be installed
in locations where an explosive atmosphere may exist in the
course of normal aireraft operations. For these installa-
tions, the Explosion Test is applicable and the equipment
is designated as Category "E equipment.

b. Apparatus. The test chamber shali be a type
capable of providing the test environment. A suitable
test chamber is described in Mijitary Specification MIL-
C-9435.

¢. Fuel.
line.

d. Failure Criteria. It the equipment csuszes esplo-
sion at any of the test altitudes, it shall be considered to
have faiied to pass the test and no further trizls need be
attempted.

The fuel used shall be 100 130 octane gaso-

12
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e. Applicability Exceptions. Sealed equipment, con-
necting wires, and cables shall be considered explosion-
preof and require no test.

f. General Conditions.

(1) When necessary, large items of electrical equip-
ment, such as motors, large relays, ete., shall be prepared
for explosion-proof testing by drilling and tapping openings
in the case for inlet and outlet connections to the fuel vapor
ajr mixture circulating system and for mounting a spark
plug. The spark plug is used only for igniting the vapor
air mixture in the equipment to insure the presence of an
explosive mixture inside the equipment oun test. Small
items of equipment such as switches, circuit breakers, ete.,
shall not be drilled and tapped for mounting a spark plug
when it is not practicable.

(2) When the explosion-proof test of paragraph
14.2¢.(2) is being performed, dust or other guxiliary covers
not intended to be explosion-proof may be removed or
loosened to facilitate penetration of the explosive mixture.

14.2 Test Procedures.

a. Procedure I.  This procedure is designed to deter-
mine the explosion produeing characteristics of equipment
not provided with cases designed to prevent flame or
explosion propagation, '

1+ See additional test procedure under paragraph 14.2b.
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(1) Preparation for Test.

{a) The equipment shall be instalied in the test
chamber in such & manner that normal electrical operation
is possible and that mechanical controls may be operated
through the pressure seals from the exterjor of the cham-
ber. All external covers of the equipment shall be retnoved
or opened to insure adequate circulation of the explosive
mixture, Large equipment, comprising multiple units,
may be tested one or more units at a time by extending
cleetrical connections through the cable port to units
located externally.

{h) The equipment shall be operated to deter-
mine that it is functioning properiy and to observe the
location of any sparking or high temperature components
which may constitute potential explosion hazards,

(e) Mechanieal loads on drive assemblies and
servomechanical and electrical loads on switches and relays
may be simulated when neoessary, if proper precaution
is given to duplicating the normal load in respect to
torque, voltage, current, inductive reactance, ete, In all
instances, it is preferable to operate the equipment as it
normally funetions in the system during serviee use.

(2} Test Procedure, The test shall be conducted
at teat altitudes of ground level to 5,000 fect, 20,000 feet,
and 40,000 feet, except that the highest test altitude shall
not exceed the design requirement of the equipment,

(@) The test chamber shall be sealed and the
ambient temperature within shall be raised to +71+£8° C,,
or to the mazimum temperature for which the equipment
is designed to operate (if lower than 71° C.), The temper-
ature of the test item and the chamber walls shall be
permitted to rise to within 11° C. of that of the chamber
ambient air, prior to introduction of the explosive mixture,

(6) The internal test chamber pressure shall be
reduced sufficiently to simulate an altitude approximately
10,000 feet above the desired test altitude. The quantity
of fuel, as determined from Figure 13 shall be introduced
into the chamber. A time of 3+1 minutes shall be
allowed for the introduction and vaporization of the fuel.
Air shall be admitted into the chamber until & simulated
altitude of 5,000 feet above the test altitude is attained.

(¢) Operation of the eguipment shall then be
commenced, all making and breaking electrical contacts
being actuated, If high temperature components are
present, a warmup time of 13 minutes shall be permit-
ted. I no explosion results, air shall be admitted into
the chamber so ag to steadily reduce the altitude betow
the desired test altitude to an elevation 5,000 feet below
that altitude. The operation of the equipment shall be
continuous throughout this period of altitude reduction
and ail making and bresking electrical contacts shail be
operated as frequently as possible.

13
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(d) Tf by the time the simulated altitude has been
reduced to 5,000 feet below the test altitude, no explosion
has oceurred as a result of operation of the equipment, the
potential explosiveness of the air-vapor mixture shall be
verified by attempting to ignite the mixture with the
igniter furnished with the chamber. If the air-vapor
mixture is not found to be explosive, the test shall be
considered void and the entire procedure repeated,

6. Procedure II. This procedure is designed to
determine the flame and explosion arresting characteristics
of equipment cases which are designed to prevent the
propagation of internal case explosions.\t

(1) Preparation for Test.

(a) The case, with the equipment in position
within, shall be installed in the explosion chamber. Testing
shall be accomplished without consideration of the equip-
ment operating characteristics; accordingly, the equipment
need not be operated. Adequate circulation of the
explosive mixture throughout the case shall be provided
by optional means.

(b) If it is necessary to drill the case for insertion
of a hose from a blower, adequate precaution shall be

15 Bee additional test procedure under paragraph 14.2a.

taken to prevent ignition of the explosive mixture by
backfire or release of pressure through the supply hose.
The case volume shall not be altered by more than +5
percent by any modification to facilitate the introduction
of explosive vapor.

(c) A positive means of igniting the explosive
mixture within the case shall be provided. The case may
be drilled and tapped for the spark plug or the spark plug
may be mounted internally.

(2) Test Procedure. The test shali be accomplished
as follows:

(a) The chamber shall be sealed and the internal
pressure reduced sufficiently to simulate an altitude
between loeal ground level and 5000 feet. The ambient
chamber temperature shall be at least 25° C,  An explosive
mixture shall be obtained within the test chamber. (See
paragraph 14.2a.(2) (b).

(b} The internal case ignition source shall be
energized, in order to cause an explosion within the case.
The occurrence of an explogion within the case may be
detected by use of a thermocouple inserted in the case and
connected to a sensitive galvanometer outside the test

50

w0 \

Approximate Quantity of 100/130 Octane Aviation Gasoline
required per cubic foot of air for Optimum Explosion.

humidity, chamber temperature, fuel
temperature and atmospheric pressure, The
V volume occupied by the equipment must be
subtracted from the volume of the chamber
to determine the quantity of fuel required,

\ NOTE: The amount of fuel will vary with ambient
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chamber. If ignition of the mixture within the case does
not occur immediately, the test shall be considered void
and shall be repeated with a new explosive charge.

() At least five internal case explosions shall be
accomplished at the test altitude selected. If the case
being tested is small :not in excesz of one-fiftieth of the
test chamber volume) and if the reaction within the case
upon ignition is of an explosive nature without continued
burning of the mixture as it circulates into the case, more
than one internal case explozion but not more than five

16

may be produced without recharging the entire chamber.
Ample time must be allowed between internal case explo-
stons for replacement of burnt gases with a fresh explosive
mixture within the case. If the internal ease explosions
produced did not cause a main chamber esplosion, the
explosiveness of the fuel-air mixture in the main chamber
shall be verified. If the air-vapor mixture in the main
chamber is not found to be explosive, the test shall be
considered void and the entire procedure repeated, using
an explosive mixture.




APPENDIX A

Standards on Emission of Spurious Radio Frequency Energy (Conducted and Radiated Inferference)
and Associated Test Procedures

The problem of describing the gross radic frequency
interference environment (RF Conducted and Radiated
Susceptibility Test) in an aireraft is inseparably related
to the delineation of the maximum level of gpurious radio
frequeney energy that any one electrical or electronic
equipment in that aireraft will emit. It is concluded,
therefore, that if the foregoing RF Conducted and Radiated
Susceptibility Tests are to achieve their intended purposes,
8 compatible standard on the maximum permisgible level

of spurious emission of radio frequency energy from any
one electrical or electronic equipment in an aircraft must
be applied to that equipment.

Accordingly, one of the following standards (and
associated test procedure), as appropriate for the maximum
weight of the aireraft in which the electrical/electronie
equipment is intended to be installed must be applied
to each unit of equipment incorporated in such installation

17




1.0 Standards on Emission of Spurious Radio
Frequency Energy.

a. Categories of Equipment,

Category A—FEquipment intended for instaliation
in aircraft having g Maximum Weight of more than 12,500
pounds.

Category B—Equipment intended for installation
in aircraft having a Maximum Weight of 12,500 pounds, or
less.

b. Conducted RF Interference. Radio interference
voltages generated by the equipment within the frequency
ranges and in excess of the values shown in Figures 16,
17, 18, and 19 for Categories A and B, respectively, shall
not appear on ahy power line normally connected to an
aireraft bus or other equipment.

¢. Radiated RF Interference. Radiated interference
fields generated by the equipment within the freguency
ranges and in exeess of the values shown in Figures 20,
21, 22, and 23 for Categories A and B, respectively, shalt
not be radiated from any unit, cable (including, but not
limited to, eontrol, pulse, i~f, video, antenna transmission
and power cables) or interconnecting wiring, This
requirement inecludes, but is not limited to, oseillator
radiation, other spurious emanations and broadband
interference. This does not inelude radiation emanating
from antennas or, in the case of transmitters, any radiation
on the selected frequency + 509, of the band of frequencies
between adjacent channels.

Nore: The emission of spurious radio-frequency
energy from the equipment resulting from manual opera-
tion of switches, but not including any electrical or electro-
mechanical operations resulting from manual operation
of switches, may exceed the limits stated in paragraphs
1.05. and 1.0¢, if its duration does not exceed one second.

2,0 Test Procedure.

¢. Equipment Required.

(1) Interference measuring instrument.—Empire
Devices Maodel NF-105 {including heads and antennas),
or equivalent,

(2) Line stabilization networks that meet the
requirements of paragraph 2.b.(2) (b).

b. General Requirements.

(1) The equipment under test shall be set up on a
ground plane and opcrated in accordance with the following
criteria:

(&) Ground Plane—A copper or brass ground
plane, 0.01 inch thick minimum f{or copper, ¢.025 inch
thick minimum for brass, 12-square fect or more in area
with a minimum width of 30 inches, shall be used. In all
cases where a shielded room is employed, the ground plane
shall be bonded to the shielded room at intervals no
greater than 3 feet and at both ends of the ground plane.

(b) Shock and Vibration Isolators.—The equip-
ment under test shall be secured to mounting bases
incorporating shock or vibration isolators, if such mounting
bases are specified by the manufacturer. The bonding
straps furnished with the mounting base shall be conneceted
to the ground plane. Where mounting bases do not
incorporate bonding straps, bonding straps shall not he
used in the test setup.

(¢) Bonding.—Only the provisions ineluded in
the design of the equipment and specified in the installation
instructions shall be used to bond units, such as equipment

case and mount, together or to the ground plane, Where
bonding straps are required to complete the test setup
they shall have a length not greater than 5 times the width,
shall have a minimum thickness of 0.025 inch, and shall
be ecopper or brass metal straps, not braid. Conncctions
made with sueh bond straps shall have clean metal-to-
metal contaet.

() External Ground Terminal—When an
external terminal is available for a ground connection
on the equipment under test, this terminal shall be con-
nected to the ground plane if the terminal is normally
grounded in the installation, If the installation conditions
arc unknown, the terminal shall not be grounded.

(e} Interconnecting Cables.-——All  equipment
interconnecting c¢ables and RF transmission lines shall
be in accordance with the -manufacturer’s installation
wiring diagram and shall use shielded or twisted wires
only where specified. Where no length of interconnecting
cables is specified, the cables shall be at least five (5)
feet long. Any inputs or outputs from or to other equip-
ments associated with the equipment under test shall he
adequately simulated.

(f) Dummy Antennas.—The dummy antenna
shall have electrical characteristics which closely simulate
those of the normal antenna, and should be shielded.
It shall contain electrical components which are used in
the normal antenna (such as filters, crvstal diodes,
synchros, motors, ete.}.

{2) Test instruments shall be set up and operated
in aceordance with the following criteria:

(a) Bonding.~—Interference meters used for
measurement during the “conducted’” test shall not be
bonded té the ground plane except through the inter-
connecting coaxial eable, The counterpoise on rod
antennas shall be bonded to the ground plane with a
strap of suech length that the rod antenna ean be positioned
correctly. The strap shall be as wide as the counterpoise.

() Powerline Stabilization  Network.—One
stahilization network shall be inscrted in each ungrounded
primary input power lead of the equipment under test,
The network enclosure shall be bonded to the ground
plane. The network shall be made in accordance with
Figure 14. The input impedance characteristics of the
stabilization network are shown in Figure 15.

(¢) Antenna Orientation and Positioning in
Shielded Enclosures—The rod or dipole antenna shall be
located as shown in Figures 25 or 26. The rod antenna
shall be so placed that the antenna is in a vertical position.
The rod antenna shall be loeated at the point where maxi-
mum radiation pickup is obtained when it is moved along
a line parallel with the edge of the ground plane. Those
measurements which vse a resonant dipole antenna shall
have the dipole positioned parallel with the edge of the
ground planc. The antenna shall be centered 12 inches
+1 inch above the level of the ground plane. The rod
or the dipole antenna shall be located at the distance from
the equipment under test specified in Figures 25 or 26,
When the dimensions of the dipole antenna become smaller
than the test layout, the antenna shall be moved paraliel
to the edge of the ground plane to keep its sensitive ele-
ments adjacent to the point of maximum radiation. At
frequencies from 25 up to and including 35 megacycles,
the measurements shall be taken with the dipole antenna
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adjusted 1o resonance at 35 megacyeles. The dipole an- (2) Radiated Interference.

tenna shall be adjusted 1o resonance at all frequencies {a) Set up the equipment in aecordanee with
above 353 megacyeles.  In scteen room tests. the antennas Figure 25.
shall be at least i foot awav from anv wall. (b Search the frequeney range specified in the
¢. Detailed Procedure. applicable category for each equipment configuration
(1} Condueted Interference. required.

(a) Set up equipment in accordance with Figure {r) Set up the equipment in aecordance with
24, Figure 26.

(h) Search the frequency range specified for the () Search the frequency range specified for the
applicable category for each equipment econfiguration applicable eategory for each equipment configuration
required. required.
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EQUIPMENT B
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Ficuvre 14.—Powerline stabilization network schematic diagram.

ENCLOSURE DATA: 14 GAGE /B & 5 ALUMINTUM SUGGESTED STZE 9% IN. BY 4 BY 4 IN.

FORM DATA: 31, IN. LENGTH. 3 IN. DMIA (OIn, 1125 IN. WALL DRILL 3; IN. HOLE /s IN. FROM
EACH EXND.

COIL DATA: L1=5 MICROHEXNRIEX 13 TURNS SRINGLE LAYER, 4 IN. WINDING LENGTH.

WIRE DATA: AWG 6. 600 VOLT. 310 IN. DIA (ODY.  (FOR 30-AMPERE NETWORIK)

CAPACITOR: Ct SHALL BE MOUNTED ON 1 IN. INSULATING BLOCK ABOVE GROUXND.

CAPACITOR DATA: Cl=.1 UF, 600.VOLT DC. BATHTUB.
C2=1 TUF. 600-VOLT DC. BATHTUB, SINGLE TERMINAL CASE MOUNTED ON
GROUXND.,
RESISTOR DATA: R1=35.000-0H). 5-WATT CARBON.
1. The values given for the component parts of the network are nominal. Repardless of the construction or deviation
from nominal values. the network must have an impedance within 20 percent of that given in Figure 15.
2. Connecting leads to condensers and resistor: should be as nearly as possible to zero length.
3. Networks may also be constructed having a 1-ohm serics resistor between the line and eapacitor C2.  This 1-ohm .
resistor shall be made up from ten 10-ohm. l-watt composition resistors.
4. The data given in this figure is sunitable for the construction of 50-ampere networks, Other current-carrving
networks mayv be construeted by changing the wire size given for the coil and the size of the over-all enelosure.
. The 30-oltm transmizsion line should be extended within the enelosure right up to the location where it conneets
with eapacitor C1.

w
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Ficrre 24.— Arrangement of equipment for condueted RTF interference test.
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